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MECHANICAL/ELECTRICAL PROPERTIES

04/07

11/25/08

C ECN 1215 TLB 11/20/08

B ECN 1199 TLB 05/07/08

JACK

PLATING PROPERTIES:

INSULATION RESISTANCE: 1,000 MEGOHMS

MATERIAL/FINISH PROPERTIES

 VRMSVOLTAGE RATING: 500
FREQUENCY RANGE: DC-4 GHz
IMPEDANCE: 50 OHMS NOMINAL
ASSEMBLY INSTRUCTIONS: N/A
CABLE: N/A

.500 [12.7] MAX.THICKNESS: .354 [9.0] MIN. TO PANEL 
MOUNTING: PER ES117-BK480
CONNECTOR DURABILITY: 500 CYCLES MIN.

                        .000050 MIN. NICKEL PER QQ-N-290
   CONTACTS: .000030 MIN. GOLD PER MIL-G-45204 OVER
   BODY: .000100 MIN. NICKEL PER QQ-N-290

CONNECTOR MEETS: RoHS 2002/95/EC STANDARDSMATERIAL PROPERTIES:
   BODY: BRASS PER ASTM B16 OR EQUIVALENT
   CONTACT: BERYLLIUM COPPER PER ASTM B196 OR EQUIVALENT
   INSULATOR: PTFE PER ASTM D1710 OR EQUIVALENT
   GASKETS: SILICONE RUBBER PER ZZ-R-765 CLASS II-B OR EQUIVALENT
   

7.0mm SEALED STRAIGHT BULKHEAD MOUNT

D
PER TABLE ABOVEIntelliC nnect

THIS DOCUMENT IS THE PROPERTY OF INTELLICONNECT. THE DESIGN AND SPECIFICATIONS DISCLOSED HEREON ARE PROPRIETARY AND
SHALL NOT BE REPRODUCED, COPIED NOR USED FOR MANUFACTURE OR SALE OF DEVICES WITHOUT EXPRESSED WRITTEN AUTHORIZATION

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE REFERENCE

X.XXX DIM'S = INCHES  *  [X.XX] DIM'S = MILLIMETERS
  SURFACE FINISH: 63 MICRO MAX.

ALL DIAMETERS TO BE CONCENTRIC WITHIN .005 F.I.M.

SIZE
A

MATERIAL & FINISH: 

SCALECAGE CODE NO: 5N5S5 4:1

M9 X 0.5 - 6G

HEX NUT
GASKET
PANEL

2 FLATS
ACROSS
.354 [9.0] .433 [11.0]

SOLDER
TAB

HOLE

.032
.81

CROSS

7.98
.314

19.71

.265
6.73

.080
2.03

.801

.776
TAB

20.35

CONTACT

13.84
.545

.392
9.96

FOR 4 HOURS IN AN
UNMATED CONDITION

CONNECTOR
WATERPROOF TO 10M

CONTACT COPE
THIS DIRECTION

.032
I.D.

.81


